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Features

• I/ 3400 LS-GPS Pairing Procedure

• II/ GPS Connection

• III/ TomTom Navigator 6 Setup Procedure

• IV/ Plan a Route
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Features
• Two Bluetooth connections at the same time : GPS and Handsfree.

• Voice navigation instructions through PDA headspeakers ONLY

• Voice navigation instructions are NOT played DURING a call

• Automatic switch between GPS software and phone applications when using 
red and green carkits buttons (especially on “Incoming” and “Outgoing” Call)

• Manual return in navigation after: hanging up with the phone a call, picking up by 
the phone an “Incoming” call (then discreete mode)

• Automatic GPS connection (if option activated into Settings/GPS/Settings/ 
“Connection on Start Up”)

Mandatory : Valid GPS signal is needed to establish stable “GPS connection”
between Parrot 3400 LSParrot 3400 LS --GPS with ETEN Glofish X800 GPS with ETEN Glofish X800 (otherwise there are (otherwise there are 
GPS disconnections)GPS disconnections)
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Step I – 3400 LS-GPS Pairing Procedure
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Select your Parrot 
3400 LS-GPS
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On the “COM PORTS” tab, 
please select the “NEW
OUTGOING PORT” command
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Select the “COMx OUTGOING
PORT” (preferentially COM6 or 
COM7 if possible)
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Step II – GPS Connection
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Press the carkit’s RED BUTTON 
for at least three seconds. Your 
carkit and your mobile phone will 
be disconnected and a pop-up 
“Please connect GPS” appears 
on the Parrot 3400 LS-GPS
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Please start your “TomTom 
Navigator 6” software in the 
menu “Programs”

“TomTom Navigator 6” start screen 
without GPS signal: you need to 
configure GPS reception – please 
tap on the screen
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Step III – TomTom Navigator 6 Setup Procedure

��,�����/���������!����"�� /�����������/��!������

�,���������7�������

����"�������
���
������� �"��

Parrot 3400 LSParrot 3400 LS --GPS with ETEN Glofish X800 and TomTom GPS with ETEN Glofish X800 and TomTom 
Navigator 6Navigator 6



Step III – TomTom Navigator 6 Setup Procedure
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Step IV – Plan a route
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Step IV – Plan a route
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),�����?BA� enter the precise 
address. D�!��� ����/��-$�
���������������$���� n the 
number of your destination
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Step IV – Plan a route
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Step IV – Plan a route
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