Parrot

CK3100, CK3300 and CK3500 Upgrade
Procedure

A
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1. How can | update the Parrot kit's software usin g a Bluesoleil © Bluetooth
dongle ?

To update CK3100, CK3300, CK3500 kit,

You will need a PC connected to Internet, The Bluesoleil © Bluetooth dongle and its software and the Parrot Flash
Update wizard.
In order to update your kit, please follow these steps:

- 19 First of all, please install the Bluesoleil © s oftware provided with your Bluetooth dongle.
- 29 Download and install the Parrot Flash Update wi  zard. (http://www.parrot.biz/download/index.php )
- 39 Start the Parrot Flash Update wizard.

- First of all, download the update files you want to install in your kit
Start the Parrot Flash Update Wizard :
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" Parvak Fiadk Upinte Wiaard ; RS

Welcome to the Parrot Flash Update Wizard !

Parrot.

This application will help you to easily update your Parrot car kit system. The whole
procedure should take a few minutes to complate.

Click Mext to start the upgrade procedure.

<Ba Mext = ] | Cancel I | Help
- Click on Next,
'S Parrot Flash Update Wizard T
Choose a car kit type

Selectthe kind of car kit you want to update in the list below, than press the Next button.

CH2000
CH3000
CK3000 FoB
DriveBlue FoB
HE3000
WH3000

= Back “ Mext = I l Cancel | | Help

- Select your CK3x00 kit in the list, and click Next :
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"9 parrot Flash Update Wizard W

Choose a flash image

~ Parrot

Click on the browse button to choose a localfile. or use the Download button getthe the
latestversion from the internet.

Click Nextto proceed when you have selected the appropriate file

| . Browse

| Download Latgﬁt\!ersinn ]

| = Back ] Plext = Cancel | | Help

- Choose Download Latest version, press OK

"

Download Software Update | ﬁ

Choose Language | Download MNow |

l Cancel J

Download Status
[dle

|n?<;

- Click on "Download Now".
- Wait until the end of the download process (your files will be saved in the C:\Program Files\Parrot Flash Update
Wizard\Internet Files path).
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i Software successfully downloaded.
i You can now Press the START button to transfer the file into the device

o |

- Click on "OK".
- You need to install the Bluesoleil © software, select your language first, please note you have to plug the usb key
after the installation.

VT BlueSoleil Setup

* InstallShield Wizard Complete

Setup haz finizhed instaling BlueSaleil on vour computer.

% Yes, | want to restart my computer now,
™ Mo, | will restart my computer |ater,

Rermove any disks from their drives, and then click Finish to
complete setup.

- Once the installation is over, restart your computer, plug the USB key and go to the car with your computer:
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Welcome to Bluetooth

YWielcome to Bluetaoth

eneral

Fleaze zet your Bluetooth device name and device type. This
information will be shown to other Bluetooth devices.

Device Address: 0000 3C:38:11:.C0

Device Hame; il:lé Bluetooth

Device Type: ]Desktap :_J
Security Z
Your zecurity level iz Medium' how, Other Bluetooth devices
% mist provide a Blustooth pazskel before connecting with war

computer. [F vou do not want to have secunby authentication,
urcheck 1z securnty lével Medium'

[ Use securty level Medium

- Start the Bluesoleil © software, enter the name you want to assign to your Bluetooth key, uncheck “use security
level medium”.

T Corporation Bluesoleil - Fenétre Principale
Fichier  Afflichage Maon Bluetooth  Mes Serwices  Outils 7

| Service du Blustaoth Ay

Man Blustooth s'est arrété, PANIP: 192,168,501

A

- You are now in the main Bluesoleil © user interface.



Parrot

% VT Corporation BlueSaleil - Main Window
File Miew My Blustooth My Services  Tools  Help

ST EHERE &S S

- Switch on your kit, wait a few seconds for the boot, now press on the yellow sun at the center of the screen, the

Bluetooth devices search will start...
agn|

o E REIR O S E R

Enter Bluetooth Passkey

|

& & remote device needs a Blustooth Paszkey to create Paired
relationzhip for future connections. Fleaze use the zame

o]
pazzkey on this device and an the remote device:

Cancel
Femaote Device:  Parrat CK.3100
Address 001215 21:F3:AR

Pazzkey: Gt

Time Left: 192

thim n'Blue

Parrot CK3100 00:12:1C:21:F9:88 Service Discovery finished. PamN IP: 192,168.50.1
- Double click on your CK3100/3300/3500 to pair it with the dongle, and enter the Bluetooth PIN : “1234” (if you have
many Bluetooth devices in the area, you can navigate through them with the knob of your mouse).
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# IVT Corporation BlueSoleil - Main Window - _ ead
File Migw My Bluetooth My Services Tools  Help

r
-

S T E ESB o P

PANIF: 192.168.50.1

Parrot CK3100 00:12:1C:21:F9AB Cornected.

- The kit and the bluetooth key are now connected in Headset mode.

% VT Corporation BlueSoleil - Main Window

File Wiew My Bluebookh My Services [SEs Help
Find Device... Ckrl+F
Add Mew Device... Ckrl+M
#dd Device from Histary, .. Crrl4+H

Fiquraticns

My Bluetooth Device ...

| ICannected. PAMIP: 192,168,501

- You will need to assign a COM port to the connection, go to Tools/Configuration/Quick Connect .
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- Now, select a SPP Com port (for instance, we will take the thirteenth) :

- Click on Assign, and select your CK3x00 kit in the list, then press OK :
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- The Bluetooth connection between CK3x00 and Bluesoleil © dongle is now assigned to COM port n°13 :
- The configuration of the Bluesoleil © software is now over, we can now proceed to the software upgrade.

- On your car kit, activate the option "Software update" that you can find in the menu “Settings”, "Advanced Settings".
- Start the Parrot Flash Update wizard.
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- Click on "Next".

- Select the kind of car kit you want to update: CK3x00 series.
- Click on "Next".
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- Click on "Browse" and reload the binary files you have downloaded on your hard disk by following the C:\Program
Files\Parrot Flash Update Wizard\Internet Files  path (please note that for a Bluetooth update, you will only need
the *.ulp file, as the *.bin file is only for updates using a physical serial cable).

- Click on "Next".

- Select "Bluetooth virtual serial connection”.
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- Click on"Next".

- Select the port you assigned in the Bluesoleil © user interface (which was 13 in our case).
- Click on "Next".

- Wait until the Parrot Flash Update wizard completes all of the steps.
- Click on "Next".
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- Click on "Finish".
- Wait until your Parrot car kit reboots. This can take up to a few minutes. Do not switch off the ignition or power your
car kit in the mean time and do not remove the Dongle.

2. Contact your dealer :

He is always available to help you.



